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FIG. 7 




FIG. 8A 



FIG. 8B 



INFLATABLE THERMAL DEVICE INCLUDING 
ANNULAR INLET PORT, SURFACE TO EXPEL 
AIR, AIR HOSE 



INSERTING END OF AIR HOSE INTO INLET 
PORT 



OPERATING INFLATABLE THERMAL DEVICE 
BY CONDUCTING AIR 



SENSING A CONDITION BETWEEN INLET 
PORT AND END OF AIR HOSE 



PRODUCT: CONDUCTION OF AIR FLOW 
RESPONSIVE TO SENSED CONDITION 



FIG. 17 



INFLATABLE 


THERMAL 


DEVICE INCLUDING 


INLET 


PORT, ONE 


SURFACE 


TO EXPEL AIR, AIR 


HOSE 
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INSERTING END OF AIR HOSE INTO INLET PORT 



j 

COMMUNICATING WITH ELECTRONIC 
IDENTIFICATION TAG 



IDENTIFYING INFLATABLE DEVICE 



PRODUCT: OPERATION RESPONSIVE TO 
IDENTIFYING INFLATABLE THERMAL DEVICE 




FIG. 18 



INFLATABLE THERMAL DEVICE INCLUDING 
INLET PORT, SURFACE TO EXPEL AIR, AIR 



INSERTING END OF AIR HOSE INTO INLET 
PORT 



OPENING VALVE 



PRODUCT: OPERATING BY CONDUCTING FLOW 
OF PRESSURIZED AIR 



BLOCKING FLOW OF AIR WITH VALVE FLAP 



FIG. 19 



